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Requirement 

Construction Contractor Daily Use Checklist 
for 

CONCRETE FORMING and POURING 

 
 

YES 

 
 

NO 

 
 

NA 

     

1926.28 
1926.701 

Are employees provided with and are they required to use personal 
protective equipment as needed? 

   

1926.702 Are power troweling machines that are manually guided equipped with a 
control switch that will automatically shut off power whenever the hands of 
the operator are removed from the equipment handles? 

   

1926.702 Are compressed air hoses used on concrete pumping systems provided 
with fail safe joint connectors to prevent separation of sections when 
pressurized? 

   

1926.501 Are workers protected from falling when 6 feet or more above adjacent 
work surfaces by guardrail system or personal fall arrest system or 
safety? 

   

1926.701 Are protruding reinforcing steel on which employees could fall guarded? 
 

   

1926.701 Are employees prohibited from riding concrete buckets? 
 

   

1926.701 Are employees prohibited from working under concrete buckets while 
buckets are being elevated or lowered into position? 

   

1926.702 Are employees prohibited from working on equipment (compressors, 
mixers, screens or pumps) unless all potentially hazardous energy 
sources have been locked out and tagged? 

   

  
 

   

  
 

   

  
 

   

  
 

   

 
Supervisor Signature:  ________________________PO#/FWR#_______________     Date:  _____________          
 
Company:  ________________________________  Comments:  _________________________ 

 


